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STATELY WALLS OF LIGHT

Blur the lines between indoor and out with folding outswing doors, part of the Duralumi
Architectural Collection. When closed, they are a stately wall of light and when open, they fold,
virtually out of sight. Contemporary and traditional style options make them ideal for nearly any

home design.

ALL FEATURES

- Bottom-rolling system for ease of operation and longer lifespan

« High-quality extruded aluminum for strength & performance

« Sill options that suit weather exposure or flush floor transitions from inside to outside

«Concealed multi-point locking system for ease of operation and security

« Up to 12 panels

« Inswing or outswing flexibility

*Range of commercial options including hardware, ADA thresholds, and 19mm bottom rails

+ Wide range of glazing options for improved thermal performance, safety, protection, and privacy
« Doors can be built to open from the left, right, or center

- Optional retractable insect screen

« Maximum weight per panel

www.magnoliadoors.com/duralumi



Features

When closed, these folding outswing doors create a
stately wall of light. When open, they transform a room
into a gateway to the world outside, With standard or
custom panel designs, they fit openings between
450mm to 950mm wide and between 1290mm to
3000mm in height. Doors can be built to open from the
left, right or center and can be used as pass-through
windows for outdoor entertaining areas.

On-Floor Drainage Sill

On-Floor Low-Threshold Sill

T H_HT~
Double-pane
U-Value SHGC
0.39 0.21
Triple-pane
U-Value SHGC

0.30 0.16
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Technical Characteristics

Aluminum Profile Thickness =2.0mm
Visible Width s S
(Cutside) Sash o
Profile Depth Frame S0mm

Frame:

Finish:

Glass:

Hardware:

Types of Mechanism:
Weather Seals:

Sill Optians:

Installation:

Aluminum wy Thermal Break
6060-TES Profile z2.0mm Thickness
Powder Coating, RAL Colors
Tempered Safety Glass
Double-pane/Triple-pane

Argon Fill

LowE Coating

Warm-edge Spacer

CMECH and SAVIO, Handle
Bottom-rolling System

EPDM Gasket

High Perfarmance Sill, Low Profile Sill

Metal Clips or Drill Through Frame

www.maghnoliadoors.com/duralumi



FEATURES @

MAGNOLIA DOORS

LUXURY METAL WORKS

Metal Brackets
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Hardware
Systems

Handle & Hinge

CMLECH

&

MAGNOLIA DOORS

LUXURY METAL WORKS

Folding systems utilize architectural-grade
materials and precision bearings, offering
long-lasting durability and effortless operation.
Lacantina handle hardware is offered in various
styles and finishes, with the ability to match custom

hardware to existing packages.

|
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Colors

Aluminum Profile Color

Aluminum Profile &
Simulateod Waadgrain
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RAL 6 RAL 9018 RAL 901 RAL 9023 RAL 9004 RAL 9o RaL am? RAL 9005 RAL 7045 RAL FO46 RaL 7047
Traffic White Papyrus White Pearl Light Gray Pearl Dark Gray Signal Black Graphite Black Traffic Black Jet Black Telegray 1 Telegray 2 Telegray 3
RAL 7035 RAL 7035 RAL 7037 RAL 7O3E RAL 7035 RAL 7040 RAL 7042 RAL 7043 RAL 7044 RAL 7048 RAL 7034
Light Gray Platinum Gray Dusty Gray Agate Gray Quartz Gray Window Gray Traffic Gray A Traffic Gray B Silk Gray Pearl Mouse Gray Yellow Gray
RAL 8OO0 RAL B0 RAL 8002 RAL BOO3 RAL BODT RAL BODE RAL 814 RAL 8015 RAL 89 RAL BO2Z RAL 8024
Green Brown Ochre Brown Signal Brown Clay Brown Fawn Brown Olive Brown Sepia Brown Chestnut Brown Gray Brown Black Brown Beige Brown
RAL BO2S RAL 8028 RAL 7000 RAL 70 RAL 7005 RAL 7005 RAL 7022 RAL 7030 RAL 7031 RAL 1030 RaL ¥
Pale Brown Terra Brown Squirrel Gray Silver Gray Mouse Gray Anthrocite Gray Umbra Gray Stone Gray Blue Gray Green Beige Beige
RAL 1002 RAL %103 RAL %105 RAL %106 RAL 101 RaL 1013 RAL 1014 RAL 1015 RAL 2013 RAL 3000 RAL 3003
Sand Yellow Signal Yellow Honey Yellow Maize Yellow Brown Beige Oyster White Ivory Light Ivory Pearl Orange Flame Red Ruby Red
RAL 004 RAL 3005 RAL 3007 RAL 02 RAL 3013 RAL 3014 RAL 3017 RAL 3013 RAL 4007 RAL 4011 RAL 4012
Purple Red Wine Red Black Red Beige Red Tomato Red Antique Pink Rose Strawberry Red Purple wiclet Pearl Violet | Pearl Black Berry
RAL 5000 RAL 5002 RAL 5005 RAL 5007 RAL 5009 RAL 5010 RAL 5013 RAL 5022 RAL G000 RAL 6003 RaL 6004
Violet Blue Ultramarine Blue Signal Blue Brillant Blue Azure Blue Gentian Blue Turquoise Blue Night Blue Patina GreenC Olive Green Blue Green
Simulated Woodgrain
] I} i
WL HE W
K- MWL0 KL MW7 W08 KAW-Cng MWL MWLO12 w03 W04 MLULONE
Quercus Serrata Larch Pale Gray Simple Yellow Simple White Sandalwood
WIW-DIE W07 MWw-018 MwW-019 MW-020 M0 W02 MW-023 M4 MW-025
Thai Teak Golden White Oak Cherry Walnut Yellow Oak Red Oak Red Acid Branch  Yellow Sour Branch  Yellow Rosewood Pyrus Nigra

www.maghnoliadoors.com/duralumi



Design Criteria

To ensure proper performance and operation, please verify

the structural integrity of the collection box,

with a maximum load capacity of 100 kg.

Contact your Duralumi

supplier for additional dimensions and

specifications.

Contemporary Panel Sizes

!

CUSTOM HEIGHTS
Minirmurm 1220mm
Maximum 2000mm

b

F-Panels to
124Panels

—>

Custom Widths

3-Panel

4-Panel

5-Panel

&-Panel

1829mm to 2438mm

2438mm to 3658mm

3658mm to 4877mm

4877mm to 5750mm
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Custom Panel Examples

Between-the-Glass

7-Panel|

8-Panel

10-Panel

12-Panel

5750mm to 6300mm
6300mm to 7200mm
F200mm to 8500mm

B8500mm to 10200mm

www.maghnoliadoors.com/duralumi
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Panel Configurations

Configurations are designated from left to

right as viewed from the exterior.

Passive Panel-Active Panel or Active ' Three - Panel Eight - Panel
Panel-Passive Panel 340 I%ﬁﬁ ...... : 741 %%% .................... ﬁ’
Stagals are used for doors with two-directional
e T
panel operation and an odd-odd number of ' Four - Panel %%% M
panels. Example: 5L3R I B — 4

'Five - Panel e %&m& ﬁ%ﬁ
YA CVAA A

Twelve - Panel

..........................................

TN M AA AR
 Seven - Panel WA AAAAS

...................................................

T 7 WA AAAY

_ BDGX
A
* External Angle Fold 0
Negative Corner Fold The folding door opens outward, and = u
Only 4+4 the screen door is installed inside

90°

www.maghnoliadoors.com/duralumi



On-Floor
Sill

On-Floor Drainage Sill
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On-Floor Low-Threshold Sill
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Accessible, Wheelchair Accessible

S

MAGNOLIA DOORS

LUXURY METAL WORKS

Retractable
Screen

t is sufficient to place the screen in the opposite

direction to the opening direction

The screen uses only the finest quality materials. The
sioning cords run horizontally over multiple precision
bearings.

The tensioning cords provide stability to the screen
and control the vertical orientation of the handlebars.
The precision bearing significantly increases the life of
the screen and keeps the operating force very low.
Enabling effortless opening and closing.

o1

Single Screen

;
H

Kin [H) B00mm

Ma {H) 3200mm

Bin () S00mm
Wlax (W) 4500mm

Double Screen
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H
Min [H] &00mm
Mazx {H) 3200mm
- W -
i W] 1800mm
Mz W) SO00mm
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Heavy Duty Folding Door DW<90S
PROJECT CASES

P e B

© Turks & Caicos Islands, BWI

© Eua Claire, WI, USA

YR

Official Website: www.mcxgnoliodoors.com/durolumi
Email: jifernandez@ams-gr.com
Phone: (210) 685-9410

X

h@n
Us Office

302 E Nakoma Dr, MAGNOLIA DOORS

San Antonio, TX 78216
LUXURY METAL WORKS




Heavy duty folding door
DW@90S

Luxury at its finest : Indoor/Outdoor Living
Expand your living space with our folding doors, creating
openings up to 21" wide by 8" high. Seamlessly connect
your interior to the garden, veranda, or another room.
Experience the ultimate luxury of indoor/outdoor living.

Invisible Tracks :
Flush to Interior Floor

Technical characteristics

Profile Thickness: 2.2mm

Visible Width Sash (Inside): 76mm

Visible Width Frame (Inside): 52mm

Structure Width: 20mm

World famous heavy duty folding door hardware

DOOR HARDWARE

AN JAV/O

Corppirs el For elsiareg syslun

CMECH

Window & Door Hardware

Double
Wheel
Hinge

Double Leaf
and Double
Lifting Wheel




